
Full Quartz Construction High-Purity 
Threaded Flow Cells

Starna Full Quartz Threaded Flow Cells are premium flow cells specifically designed for pharmaceutical 
dissolution testing and high-performance UV-Vis spectroscopy. Manufactured entirely from high-
purity synthetic quartz, including the threaded connections, they provide exceptional chemical 
resistance, thermal stability, and long-term durability.

Their monolithic fused-quartz construction allows aggressive cleaning, complete immersion in 
cleaning solutions, and autoclaving, helping to eliminate cross-contamination and ensuring reliable 
analytical performance in regulated environments.

Key Features

100% synthetic quartz construction, including threaded tops

Monolithic fused design with no adhesives or composite materials

Autoclavable and chemically resistant

Pressure tested to 5 bar

Sub-micron path length accuracy (±0.2 µm for path lengths ≤ 2 mm)

Laser-engraved serial number for full traceability

Compatible with USP Apparatus 4 and major dissolution systems

Available with M6 and 1/4"-28 TPI connections

Multiple aperture configurations available
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Main Benefits

Minimises cross-contamination risks through thorough cleaning and sterilisation

Delivers highly reproducible absorbance measurements

Withstands aggressive solvents, acids, and elevated temperatures

Ensures regulatory compliance with USP, Ph. Eur., and JP requirements

Supports automated dissolution workflows and high-throughput laboratories

Provides complete traceability and confidence in analytical results

Typical Applications

Tablet dissolution testing

Online and automated UV-Vis monitoring

IVIVC studies

Pharmaceutical quality control

Analysis of samples requiring sterile or aggressive cleaning conditions

Starna Total Quartz Threaded Flow Cells set a new benchmark for precision, durability, and 
compliance in pharmaceutical dissolution testing and UV-Vis analysis.
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